Technische Ausstattung Saal LUISE-The Cultfactory, Bithne 8 x 4m, Drumr. 3 x 2m

P.A.: MIDAS M32 Digital Mischpult Monitor: 1x Elektro Voice FM1502+ 1 EV ELX 118 (Drumstack)
MIDAS DL32 Digitale Stagebox 2x JBL SRX712M Monitore (center)
2x K&F CPA Controller 4x dB Opera 12
4x K&F CPA FR Box QSC MX 2000 Amp
2x K&F SW 215D Box Carver PM 2400 Amp
Crown Xti 1002 Endstufe
Crown Xti 2002 Endstufe LIGHT: ChamSys MagicQ PC Wing Compact
Crown Xti 4002 Endstufe JB-LIGHTING LICON CX
KLOTZ Multicore Split Light Comander MA 24/6 LCD Il
Pro Snake CAT Kabel 50m Trommel Dimmer ARENA 1202D, 12x2.2kw
Dimmer ARENA 602D, 6x2.2kw
Mics+D.l. 6x Shure SM58 Hotpatchabgabefeld Connex ANS 6 SH
2x Shure SM57 8x Stairville MHX50+ LED Movingheads
2x Rode M2 3x 4er Bar Par 64 front
2x Sennheiser e609 2x Stairville Octagon Theater CW/WW 36x1W




Audio-Technica MBDK7 Drummicset

4x Ignition Romeo Fresnel 650W Theater

2x Audio-Technica MB 2k

2x 6er Bar Par 64 LED backlight

AKG Perception Live P4

4x 4er Bar Par 64 LED left/right 2x front

Superlux Hi10

14x Par 64 LED fest Saal

2x DI Box Palmer aktiv

2x ACL 4 8 Par 64

2x DI Box Palmer passiv

2x Stairville Matrix LED Blinder 5x5 DMX

2x ART DI BOX aktiv Stereo

8x Stairville Quad Par Profile 5x8W RGBW

2x ART DI BOX passiv

2x Stairville Led Bar 240/8 RGB DMX 30°

Specials:

2x Ultralite Explorer 1000 Verfolger

Martin Magnum 2500 Hz Hazer

32 A Out, 6x 10 A Schuko Out

Litecraft Stroboskob ST-1500

1x Stromvertreiler 32 A CEE In

UV Fluter Ultralight 1500




